Reference Model Three 

Model Three has five drive units and a 4-way crossover, with every component carefully matched and balanced to create a perfect illusion of presence wherever you sit in the room. Like all the Reference Series, it is fully magnetically shielded; as front speakers in the ultimate Home Theatre system, they deliver genuine cinema quality sound. 

· Twin 200mm (8") coupled cavity long-throw bass drivers

· Decoupled 160mm (61/2") lower mid-range driver

· Fourth generation 160mm (61/2") Uni-Q® mid-range/HF driver

· 25mm (1") fabric dome Ferrofluid-cooled tweeter

· Computer matched high order 4-way crossover circuit

· Full magnetic shielding for A/V compatibility

· Mass loadable plinth

· Gold plated bi-wire input terminals 

Reference Model Three Specifications 

	Cabinet Design 
	4-way, 5-driver dual coupled cavity 

	Crossover frequencies
	140Hz, 400Hz, 3kHz 

	Frequency Range +/​ 3dB 
	40Hz - 20kHz 

	Sensitivity - 2.83v @ 1m 
	91dB

	Maximum output - typical in room 
	115dB

	Amplifier requirements 
	50-300W 

	Impedance
	4 ohms

	Weight 
	35kg (77lbs) 

	Dimensions 
(H x W x D) 
	1137 x 275 x 340mm
44.8 x 10.8 x 13.4in. 

	Finishes
	rosetta burr/black ash 


